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ATTENTION: speakON is NOT to be used as an mains or power supply connector!

WIRINGCONNECTION

https://www.neutrik.com/en/products/audio/speakon

®speakON  Chassis Connector
NL4MP*-ST

ASSEMBLY INSTRUCTION

PANEL CUTOUT (Rear Side)1 2 3

Neutrik AG LI T: +423 / 237 24 24 F: +423 / 232 53 93
Neutrik USA Inc. USA T: +1 704 / 972 3050 F: +1 704 / 438 9202

( )Neutrik UK  Ltd. UK T: +44 1983 / 811 441 F: +44 1983 / 811 439
Neutrik Vertriebs GmbH DE / NL / AT/DK T: +49 8131 / 280 890 F: +49 8131 / 280 830

Neutrik France FR T: +33 1 / 4131 6750 F: +33 1 / 4131 0511
Neutrik Tokyo Ltd. JP T: +81 3 / 3663 4733 F: +81 3 / 3663 4796
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A T T E N T I O N
Maximum allowable torque MA

Front assemblyRear assembly

90 Ncm 60 Ncm
NL4MP-ST

Countersunk thru holes for countersunk 
machine screws (e.g.: M3, 4-40)

(screws not included)

Screw terminals with clamping device:
  - Max. Wiresize 4 mm² / AWG 12
  - Screw driver POZIDRIV #1
    Max. torque 0.5 Nm (0.37 lb-ft).
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